
Technical Information:

Board Construction:

Fixed Length Planks 1205mm

197mm
8mm Overall

Clear Overlay

Decor Paper

HDF Core

Balancing Paper

Board Thickness: 8mm

Board Width: 197mm

Board Length: 1205mm 

Pack Size: 1.899m²

Dimensions & Handling:

Pack Weight: 14kg

Pack Dimensions: 1220 x 200 x 65mm

Boards Per Pack: 8

Packs Per Pallet: 56

Type of Board: Authentic Laminate Flooring 

Bevel Detail: 4V Bevel

Fix System: Uniclic LOC

Product Details:

Embossing: WP - Wood Pattern

Abrasion Resistance: AC4

Class: 32 (EN13329+A2)

Manufacturing & Usage: 

Testing Items Standard Result 

Thickness Swelling < 18 EN24336

Surface Swelling (Assembled Joint) Qualitative <2 (1-5) Quantitative <0.3mm ISO4760 (Nalfa 72hr)

Resistance to Impact Small Ball >12N / Large Ball >750mm EN133329+A2

Warranty (Domestic / Commercial) 15 Years Residential / 10 Years Commercial 

Resistance to Staining Min.5 (Group 1 & 2) Min 4. (Group 3) EN438-2_5

Surface Soundness > 1.25N/mm2 EN13329+A2

Lock Strength 
Length fl 0.2 > 1kN/m

ISO24334
Width fs 0.2 > 2kN/m

Effect of Castor Chair 25000 Cycles - No Damage EN425:2002

Effect of Furniture Leg No Damage EN424

Opening between Elements <0.20mm EN13329+A2

Height Difference between Elements <0.15mm EN13329+A2

Moisture Content 4-10% EN322

Fire Resistance Cfl S1 EN9239-1

Formaldehyde Release E0 <1,75 1,75 <E1 <3,5 mg/m2h EN12460-3

Slip Resistance DS EN14041:2008

Thermal Conductivity 0.148 W/(m*K) EN12667:2001

Sound Rating 14dB ISO717-2


